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Radial�2-Piece�Nail�Hole
Repair�Applications

Prepared
Injury Size

Carbide
Cutter

Uni-Seal
Stem

Crown
Area

Repair Unit

Shoulder
Area

Repair Unit

TYPE
OF TIRE

ULS6
(250-1UL)

ULS6
(250-1UL)

ULS8
(251-1UL)

ULS10
(291-1UL)

ULS6
(250-1UL)

ULS8
(251-1UL)

ULS10
(291-1UL)

ULS10
(291-1UL)

CT-10,
MP-0 OR 111

CT-10,
MP-0 OR 111

CT-12,
MP-0 OR 111

CT-20,
MP-2 OR 112

CT-10HD,
MP-1 OR 111

CT-12HD,
MP-2 OR 111

CT-20 OR
112

CT-20 OR
112

CT-22

CT-22

CT-24

CT-24

CT-24

CT-26

CT-26

CC6 (270)

CC6 (270)

CC8 (271)

CC10 (271/38)

CC6 (270)

CC8 (271)

CC10 (271/38)

CC10 (271/38)

1/4”
(6mm)

1/4”
(6mm)

5/16”
(8mm)

3/8”
(10mm)

1/4”
(6mm)

5/16”
(8mm)

3/8”
(10mm)

3/8”
(10mm)

Passenger Tires 
(H,V & Z Rated& Run Flat 

Tires) Limit 1 Per Tire

Truck & Farm
Tractor Tires 

Heavy Truck &
Super Singles

Light Truck
Tires 

Maximum�Prepared�Injury�‒�Radial

S T T S

NON-REPAIRABLE
AREA

CROWN AREA

SHOULDER (S-T)
1” (25mm) PASSENGER TIRES

1½” (40mm) TRUCK TIRES

REPAIRS�MUST�NOT

OVERLAP

BE�IN�THE�
SAME�BODY�PLY

S S

NON-REPAIRABLE
AREA

CROWN AREA

REPAIRS�MUST�NOT

OVERLAP

Carbide
Cutter

Uni-Seal
Stem

8 Ply 10-12
Ply

14-22
Ply

Prepared
Injury Size

MP-1

MP-1

MP-0

MP-1

MP-2

MP-0

MP-1

MP-2

MP-0

MP-0

MP-1

1/4”
(6mm)

5/16”
(8mm)

3/8”
(10mm)

6 Ply

ULS6
(250-1UL)

ULS8
(251-1UL)

ULS10
(291-1UL)

CC6 
(270)

CC8 
(271)

CC10 
(271/38)

112

Bias�2-Piece�Nail�Hole
Repair�Applications
Maximum�Prepared�Injury�‒�Bias


